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Complete all required fields and mark unused optional fields with N/A.
FRCSE 3502/6 (REV. 10/2012)
JQR-412-1 APU MAINTENANCE TECHNICIAN (GTCP95-2/3/10)
SECTION I
 These are the minimum skills required for qualification as an AUXILIARY POWER UNIT (APU) MAINTENANCE TECHNICIAN (GTCP95-2/3/10) as established by FRCSE per COMNAVAIRFORINST 4790.2A. Prior to being signed off, the individual will demonstrate a thorough knowledge of maintenance actions by performing (when practical) or simulating maintenance on the subject system or component parts. A discussion of the principles of operation and function of this system and its component parts shall be included. Additional requirements may be added by the work center upon approval by the division officer. 
 
This qualification sheet is to be used as a record of satisfactory completion of the requirements as set forth within, and, upon completion of these requirements, a copy of this qualification sheet shall be maintained as a permanent part of the individual's training record.  
SECTION III - GENERAL QUALIFICATION
SIGNATURE(s) (Up to two)
DATE
1.  Safety
2.  Tool control
3.  Demonstrate proper use of test equipment
1.  Identify corrosion
2.  Perform corrosion prevention
3.  Perform corrosion treatment
1. Demonstrate proficiency with using the IPB manual(s)
SECTION IV - CORROSION
SIGNATURE(s) (Up to two)
DATE
2. Demonstrate proficiency with using Troubleshooting tables/charts
3. Demonstrate proficiency with using the MIM(s)
SECTION V - NALCOMIS/NAMP
SIGNATURE(s) (Up to two)
DATE
1. Place work orders in/out of work
2. Order consumable parts 
3. Order repairable parts
4. Part # cross-reference
5. Man-hour documentation
6. Sign off work orders
7. Special inspections
SECTION VI - PUBLICATIONS
SIGNATURE(s) (Up to two)
DATE
SECTION VII - GTCP95-2/3/10 (P-3 APU) MAINTENANCE ACTIONS
SIGNATURE(s) (Up to three)
DATE
1. Remove/clean/reinstall atomizer
2. Remove/clean/reinstall oil scavenge filter
3. Drain/service oil tank
4. Remove and replace igniter
5. Remove and replace oil filter
6. Remove and replace fuel filter
7. Remove and replace fuel control
JQR-412-1 APU MAINTENANCE TECHNICIAN (GTCP95-2/3/10)
SECTION VII - GTCP95-2/3/10 (P-3 APU) MAINTENANCE ACTIONS (Cont.)
SIGNATURE(s) (Up to three)
DATE
8. Remove and replace oil pump
9. Remove and replace plenum chamber
10. Remove and replace combustion cap
11. Remove and replace acceleration stabilizer
12. Remove and replace fuel solenoid
13. Remove and replace accessory garloc  seal
14. Install APU onto cradle
SECTION VIII - GTCP95-2/3/10 INSPECTIONS
SIGNATURE(s) (Up to three)
DATE
1. Check for deterioration and  cracks
2. Check turbine plenum assembly
3. Check magnetic plug for metal
SECTION IX - UN-CAN AND PRE-INDUCT
SIGNATURE(s) (Up to three)
DATE
1. Un-can APU
2. Position APU on universal test stand
3. Perform pre-induction inspection
SECTION X - PRESERVE/CAN
SIGNATURE(s) (Up to three)
DATE
1. Perform preservation inspection
2. Can/preserve for shipment
3. Prepare documentation for shipment
SECTION XI - QUALIFICATION COMPLETED
1.  SUPERVISOR
2.  BRANCH CPO
3.  DIVISION LCPO
4.  DIVISION OFFICER
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